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WALL MOUNTED CABINET &

OPEN RACK

#A598= FREESTANDING CABINET

CABINETS

NETWORKING & TELECOMMUNICATION




FREE STANDING CABINET

ADF Rack Cabinets manufactured in Saudi Arabia using high
tech. CNC machines. Structure made from 1.2mm - 2.0mm
steel sheet. It can accommodate a wide range of computer
systems. Accommodate different needs in the field of
networking cabling, whether for industrial and
telecommunication use.

St PP,

Free Standing Cabinets 600 X 800

Free Standing Cabinets 800 X 800 Removable
Side Panel

Free Standing Cabinets

Description
Ordering No. m W(mm) x D(mm) m

ADF-FR-21- 66 600 x 600
ADF-FR-24 - 66 24U 600 x 600 1175
ADF-FR-27 - 66 27U 600 x 600 1405
ADF-FR-27 - 68 27U 600 x 800 1405
ADF-FR-27-6100 27U 600 x 1000 1405
ADF-FR-27 - 88 27U 800 x 800 1405
ADF-FR-27-8100 27U 800 x 1000 1405
ADF-FR-42 - 66 42U 600 x 600 1975
ADF-FR-42 - 68 42u 600 x 800 1975
ADF-FR-42-6100 42U 600x1000 1975
ADF-FR-42 - 88 42u 800 x 800 1975
ADF-FR-42 -8100 42u 800 x 1000 1975
ADF-FR-47 -66 47U 600 x 600 2215 Top

Ventilation
ADF-FR-47 -68 47U 600 x 800 2215
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SIDE VIEW
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FRONT VIEW

SWING LOCK

* 1 Cam Lever
* Angle of rotation 90°
* Two keys w/plastic head

FIXED SHELVES

* Basic vented shelf design for use with
serves or UPS.

* These shelves can be mounted
anywhere in the cabinet by using M6 nuts
& bolts

SLIDING SHELVES

* Allows for active units to be
withdrawn from the cabinet
without disconnecting the
cables.

CASTORS

Rotational type, heavy duty.
Lockable

Ball bearing type

Load capacity per castor:100kg

MOUNTING FAN TRAY

* Vented Mounting Fan
tray with 2 or 4 fans
¢ On/ Off Switch

THERMOSTAT FOR

COOLING FAN
* Digital display thermostat to

VERTICAL CABLE
MANAGEMENT PANELS

CABLE TRAY

stabilize cabinet temperature.

There are special vertical cable
management panels left & right
with cover plate for hiding &
protecting the cables.

They allow to easily route, manage
and access large numbers of data
cables even the enclosure is loaded
with equipment.

Cable tray can be used on
both left & right side of the
cabinet.

Height of cable tray is along
with the cabinet height.
Vented, for cable fixing and
carrying.




WALL MOUNTED CABINET

ADF Rack Cabinets manufactured in Saudi Arabia
using high tech. CNC machines it can accommodate
a Wlde range of computer systems

* Vented Mounting Fan Tray
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* Vented Mounting Fan
tray with 2 fans
* On / Off Switch
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* Bright chrome plated

* Angle of rotation 180"
* 1 cam lever
* Two keys w/plastic head
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‘Wall Mounted Single Section Cabinets

Description
Ordering No. m W(mm) x D(mm)

ADF-WMS- 6 - 65 600 x 500

Wall Mounted Double Section Cabinets

Description
Ordering No. m W(mm) x D(mm) m

ADFWMS-9-65  9U 600 x 500 470 ADF-WMD - 9 - 66 600 x 5004100
ADFWMS-12-65 1oy 600 x500 603 ADF-WMD-12-66 12U 600 x 500+100 603
~ ADF-WMS-15-66 15y 600 x 600 736 ADF-WMD-15-66 15U 600 x 5004100 736
| ADFWMS-18-66 18y 600 x 600 870 ADF-WMD-18-66 18U 600 x 500+100 870
I ADF-WMS-21-66 21U 600 x 600 1020 ADF-WMD-21-66 21U 600 x 500+100 1020



OPEN RACK

ADF Open Free Standing Racks manufactured
in Saudi Arabia using high tech. CNC machines.
We provide the best quality computer server racks
and cabinets for networking installations,
laboratory equipment, controllers and work
stations, designed for mounting communications
equipment.

Features of Open Rack

® Structure made from 1.5 - 3mm steel sheet.

e Welded construction.

e These quality Steel Open Racks come in
different sizes to meet your requirements.

e Each of our racks is finished in a durable automatic
powder coat line with Five Stages Pre-treatment.

Colour ... Black or grey

e Customer's design, accessories & colours are
available upon request.

Open Racks
A Description
Ordering No. H(mm) x W(mm)
ADF -OP -42 1975 x 486
ADF-OP-27 1405 x 486
Accessories
ADF-OP-CSV Cantilevered Shelf, vented 19 inches
ADF-OP-CSS Cantilevered Shelf, solid 19 inches

ADF-OP-KBS Key board/ Mouse rack mount shelf 19 inches



SPECIFICATIONS

Features of Freestanding Cabinet

® Tempered glass door with locking and swing handle.
Sheet steel rear door with locking.
o Lift off side panels with quick release fastener for easy access.

® Roof plate for cable entry and vent. - Panel.

® Fan mounting tray with two or four fans. (Option)

* Base plinth component with gland plates for cable entry.

® Fixed or sliding shelves. (Option)
Load rating ... Static load 50kg

® Four castors for transportation and four adjustable leveling feet, this is convenient to move and fix steadily.
Load rating ... Static load 600kg

® Each of our server racks is finished in a durable automatic powder coat line with Five Stages
Pre-treatment.

Colour ... Black or grey.
* Customer's design, accessories & colours are available upon request.

Features of Wall Mounted Cabinet

® Structure made from steel sheet.

® Tempered glass door with locking.

® Sheet steel rear door with locking.

e Lift off side panels with lock for easy access or fixed side walls.

® Fixed shelves.

® Fan mounting tray with fans. (Option)

® Each of our server racks is finished in a durable automatic powder coat line with Five Stages
Pre-treatment.
Colour ... Black or grey.

® Customer's design, accessories & colours are available upon request.

* Other sizes available upon request .
* ADF reserves the right to alter design/ dimensions without notice to our valued customers.
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AL-DAOUR For Metal Industries

P.O.Box 355671 Riyadh 11383 Kingdom of Saudi Arabia ISO 9001:2000
Riyadh Factory: Tel.: +966 1 2654552 Fax: +966 1 2654550 Certificate Number: 223566
E-mail: info@adf.com.sa website: www.adf.com.sa

Rosumat Graphic Design Tel: 474 22 83




